WMAL WASHINGTON, DC BL-19850515AC 630 kHz

Electric Field Strength
at 1 kmradius
millivolts per meter - mV/m
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Fecility ID: 73250
Application ID: 78339
CDBS Antenna System |D: 68800

0 474.79 499. 08

5 519.71 546. 20
10 547. 65 575.51
15 556. 19 584. 47
20 545. 49 573. 25
25 518. 24 544. 66
30 479. 57 504. 09
35 436. 75 459.19
40 398. 72 419. 31
45 374.48 393. 90
50 370. 03 389. 24
55 385. 47 405. 43
60 415. 80 437. 22
65 454. 67 477. 98
70 497. 20 522.59
75 540. 63 568. 15
80 583. 87 613.51
85 626. 85 658. 61
90 669. 99 703. 88
95 713.76 749. 82
100 758. 36 796. 63
105 803. 53 844.03
110 848. 40 891. 13
115 891. 47 936. 34
120 930. 56 977. 37
125 962. 92 1011. 33
130 985. 31 1034. 85
135 994. 27 1044. 25
140 986. 32 1035.91
145 958. 44 1006. 63
150 908. 49 954. 20
155 835. 94 878. 05
160 742.76 780. 26
165 634. 97 667. 13
170 525. 70 552. 48
175 440. 65 463. 28
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The theoretical pattern is used to create the
standard pattern. Augmentations (if any) expand
the standard pattern in specified directions. See
Sections 73.150 and 73.152 of the FCC's Rules.

AM coverage may not mirror the pattern shown
here. Additional factors such as ground
conductivity or skywave propagation affect how
far the AM signal will travel.

Patterns for stations outside the USA are based on
notified parameters.

AM directional patterns created before 1982 used
unitsof 1 mV/m at 1 mile, not one kilometer. The
pattern values on such plots at 1 mile will be
0.62137 of the values listed here. Measured
pattern values may vary from values shown here.

Plot is best printed on 11" by 17" or larger paper.

15 Nov 2005

Prepared by Audio Division, Media Bureau
Federal Communications Commission

160

—/~100

~/~110

720

N /N30

4 Towers

P 15 Augmentations

Theoretical pattern RMS. 664.66

Azimuth  Eipeg Estd Eaug
180 417. 80 439. 31 511. 33
185 475. 20 499. 51 568. 79
190 586. 40 616. 17 683. 02
195 715. 66 751. 81 819. 64
200 839. 47 881. 75 949. 43
205 944. 12 991. 61 1049. 53
210 1021. 87 1073. 22 1119. 37
215 1069. 03 1122.73 1158. 55
220 1085. 20 1139. 70 1169. 37
225 1072. 50 1126. 37 1155. 72
230 1035. 04 1087. 05 1117.73
235 978. 17 1027. 35 1060. 57
240 907. 86 953. 54 990. 25
245 830. 11 871. 93 912. 68
250 750. 48 788. 35 832.54
255 673. 82 707. 90 747. 43
260 604. 08 634.72 663. 02
265 544. 22 571.92 600. 14
270 496. 16 521. 49 556. 60
275 460. 58 484. 18 524. 94
280 436. 86 459. 30 511. 42
285 423. 03 444. 80 503. 85

90 416. 10 437.53 495. 61
295 412. 53 433. 79 491. 70
300 408. 75 429. 83 493. 75
305 401. 53 422. 26 483. 26
310 388. 32 408. 41 465. 50
315 367. 66 386. 76 450. 42
320 339.69 357. 44 425. 46
325 307. 07 323. 28 385. 18
330 276. 37 291. 13 345, 33
335 258. 82 272. 77 328.08
340 266. 45 280. 76 339. 95
345 302.12 318. 09 383.61
350 356. 81 375. 39 445. 18
355 417.92 439. 44 507.54




